
Colly Filterpåsar
Colly Filterpåsar erbjuds i flera storlekar, material och 
filtreringsgrader för optimal filtrering.

Användningsområden

Teknisk data Fördelar med produkten
•	 Filterpåsar finns i olika material och 

avskiljningsgrader som optimeras mot applikationen.

•	 Filterpåsen kan hantera upp till 4–5 kg partiklar/
smuts innan filterbyte.

•	 Sammansvetsade sömmar förhindrar icke-filtrerad 
vätska att passera.

Polypropylen, Polyester och Nylon m.fl.
Materialval

Storlekar

Filtreringsgrad

Konstruktion

Kragar

Size 2 - Ø177/ L = 815 [mm] 7x32”	(0,50 m2)

Size 1 - Ø177/ L = 410 [mm] 7x16”	 (0,25 m2)

Size 4 - Ø103/ L = 385 [mm] 4x15”	(0,10 m2)

Size 3 - Ø103/ L = 230 [mm] 4x9”	 (0,06 m2)

Polypropylen och polyester	 1,    2.5,    5,    10,    25,    75,    50,    100,    	
			   150,    200 µm

Nylon:			   1,    5,    10,    25,    50,    100,    200 µm

Nylon monofilament:		  1,    5,    10,    25,    50,    75,    100,    		
			   125,    150,    200,    250,´   300,    400,    	
			   500,    600,    800,    1000,    1200 µm

100% svetsade och sydda

Polylock, Safesealing, Snapring

Filterpåsar används inom branscher som papper & 
massa, verkstadsindustrin, kemi, plast och process. 
Applikationerna omfattar filtrering av vatten, kemikalier, 
lösningsmedel, färger, lacker, skärvätskor och 
emulsioner. Filterpåsar är anpassat för vätskor inom 
grupp 2, Europadirektivet PED 2014/68/EU.

COLLY FILTRERINGSTEKNIK AB
Box 81,  164 94 Kista,  08-703 01 00,  collyfiltreringsteknik.se



FFiilltteerr  bbaaggss  

TOLERANCE: 
Tolerance of rings and collar’s diameters: +/- 3 mm 

Length’s and width’s tolerance: +/- 20 mm

PPOO  XXXXXX  GG  22    PPOOLL  --WWEE//SSPP  
Media:   max temp.: 
PO  polipropylene non-woven (100°C) 
PE poliester non-woven (130°C) 
NY  nylon non-woven (120°C) 
NX  nomex non-woven (220°C) 
PT  PTFE non-woven (250°C) 
POXL  extended life polypropylene non-woven 
PEXL extended life polyester non-woven 

NMO  nylon monofilament mesh  (120°C) 
PEMO  poliester monofilament mesh 
PEMU  poliester monofilament mesh 
POMO polipropylene monofilament mesh 
PTMO teflon monofilament mesh 

Efficiency (micron rating): 
PO, PE: 1; 2.5, 5; 10; 25; 75, 50; 100; 150, 200 µm 
NY: 1, 5, 10, 25, 50, 100, 200 µm 

NMO: 1, 5; 10, 25; 50; 75, 100; 125; 150; 200; 250; 300; 400; 500; 600; 
800; 1000; 1200 ...  µm (other on request) 

Cover tape 
P – standard 
G – glazed/ calandered 

Collar or ring: 
PO – polypropylene collar
PE – polyester collar
PZ – santoprene collar
PRH - poliethylene collar (HDPE)
S – steel snap ring with a handle strip
SS – stainless steel snap ring with a handle strip
ST - PTFE snap ring
SP - polypropylene snap ring

Bag size:  

2 -177/ L =815 [mm] 7x32” (0,50 m
2
) 

1 -177/ L =410 [mm] 7x16” (0,25 m
2
) 

4 -103/ L =385 [mm] 4x15” (0,10 m
2
) 

3 -103/ L =230 [mm] 4x9” (0,06 m
2
) 

E1 - Eurowater size 1 
E2 - Eurowater size 2 
X1 - FSI X100 
Others: (A x B) A: width B: lenght 

Collar shape: 
L : equivalent for Polylock (FSI, Pall) 
H : equivalent for Sentinel (Eaton) 
X1 : equivalent for X100 (FSI, Pall) 
R   : equivalent for Rinninger-Peter 
B    : bottom collar (HFW) 
F : POF equivalent for (FSI, Pall) 
D : POD equivalent for Rosedale 

Opcje: 
WE : fully welded 
K : string 
T : tape 10 mm 
TP : tape printed 
CB : round bottom 
R : reinforced –PE tape 
RN : reinforced polyamide tape 
SP : singly packed 
2LF : double handle 
SI : stitching inside 
IH : integrated handles (without handle 

  strip) 
NWH : non-woven handle 
SCH : special custom handles 
NH : no handles 
R5CM : extra length 5 cm 
DOE : Double Open End 
SOE : Single Open End 
NRC : No ring or collar 
CON : conical shape 
WESO : welded side only, bottom stitched 
WECO : welded collar only, the rest stitched 
TL : Textile label 
Lxxx : Total length of filter: XXX in mm 
Dxx x xxx : Diameter steel ring x Length 

e.g. NMO 600 (D70x250)S
GIRI : glazed inside, ring inversely
LH : Lifting handles
CUS : Customer Design (see details on

   server) 
FH : Integrated handle with felt 
FS : special reinforcement 
WEV : welded conical shape 
WF : filter bag without nonwoven 
CT  : cable tie 
SWI : specjal wrap inside 
SWO : specjal wrap outside  
SB : bottom end straight (rectangle) 
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http://www.allfil.eu/

